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CONDUIT PLAN

SCALE: 3/32"=1"-0"

CONDUIT SYSTEM NOTES:

10.

1.

12.

ALL CONDUIT SHALL BE 2" PVC SCHEDULE 40 UNLESS SPECIFIED OTHERWISE.
ALL CONDUITS, FITTINGS, JUNCTION BOXES, ENCLOSURES, COUPLINGS AND
MISCELLANEOUS CONDUIT MATERIALS SHALL BE FURNISHED BY THE SUBSTATION
CONTRACTOR, EXCEPT WHERE NOTED OTHERWISE.

INSTALLATION OF CONDUIT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

ELECTRICAL DEVICES (LIGHTS, RECEPTACLES, WIRE, LUGS, WIRE NUTS, ETC.) SHALL
BE THE RESPONSIBILITY OF THE CONTRACTOR.

ALL OPEN CONDUIT STUBS EXPOSED TO WEATHER SHALL BE CAPPED UNTIL
TERMINATION IS COMPLETED.

CONDUITS FOR FUTURE CABLE INSTALLATION SHALL HAVE A PULL STRING
INSTALLED AND SHALL BE CAPPED AT BOTH ENDS BY CONTRACTOR.

AC POWER SUPPLY AND CONTROL CABLES SHOULD NOT TO BE INCLUDED IN THE
SAME CONDUIT.

ALL METALLIC JUNCTION BOXES, RACEWAYS, CABLE TRAYS, PANELS, AND
ENCLOSURES SHALL BE BONDED TO THE SUBSTATION GROUND GRID.

ALL AC SERVICE NEUTRALS SHALL BE BONDED TO GROUND AT THE SERVICE
PANEL AND AT THE POINT OF TERMINATION.

CONTROL HOUSE INTERIOR ELECTRICAL DEVICES (LIGHTS, RECEPTACLES, WRE,

WIRE NUTS, ETC.) BE SUPPLIED AND INSTALLED BY CONTROL HOUSE CONTRACTOR.

OUTDOOR RECEPTACLES, J—BOXES, CONDUIT, FITTINGS, WIRE TERMINALS, CABLE
CABLE TRENCH, PULL—BOXES, VT JUNCTION BOXES, AND OUTDOOR LIGHTING
SHALL BE PROVIDED BY CONTRACTOR.

FIBER NETWORK ACCESS POINTS FROM CLIENT.
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MANHOLE #2

1. CONDUITS ARE SHOWN WITH AN OVAL SYMBOL O

2. REFER TO CONDUIT & CABLE SCHEDULE FOR CONDUIT SIZE, CABLE INSTALLATION NOTES.
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BLACK & DECKER
69 TO 15 X 25 kV SUBSTATION

BLACK AND DECKER
69KV TO 15 KV SUBSTATION
CONDUIT AND CABLE PLAN
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